
        

 
NO: 128012 

EXHAUST EMISSION DECLARATION 
The emission data in this declaration are measured according to the test procedures specified 
below and on one member engine of the engine type. Emission data may vary among 
production engines. 
 
TECHNICAL SPECIFICATION 
Engine type: TAD 1351GE 
Specification: 869636 
Module No: 13230502 
Rated crankshaft power *): 335kW 
Rated speed: 1800 rpm 
*) Stand-by power without fan acc. to ISO 3046. 
 
TEST INFORMATION 
Test conditions 40 CFR part 89 (USA)  
Test identification 27003045 
Test date June 11, 2007 
Test cycle D2 
 
EXHAUST EMISSIONS (weighted cycle) 
 
CO (g/kWh) 0,71 
HC (g/kWh) 0,2 
NOx (g/kWh) 3,43 
PM (g/kWh) 0,141 
 
EXHAUST EMISSIONS (per cycle mode) 

 
 
 
 
 
 
 
 
 
 
 
 
 

DATE AND SIGNATURE 
2009-08-18 
 
 

Mode # 1 2 3 4 5 
Power  (kW) 339,1 254,8 170,1 85,6 34,6 
NOx  (g/h) 1209 900 550 266 213 
HC  (g/h) 28 31 28 33 44 
CO  (g/h) 160 102 100 114 157 
CO2  (kg/h) 225,1 169,7 118,2 67,7 37 
NOx  (ppm) 456 387 301 208 212 
HC  (ppm) 31 40 45 77 134 
CO  (ppm) 97 70 87 144 250 
CO2  (%) 8,5 7,3 6,46 5,32 3,69 
O2 (%) 9,17 10,78 11,93 13,47 15,71 


